EVEREST AC/DC Adapter 12W Series Wall Mount
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77 i 27 (Product Display):

CN/JP/US/TW

HkFA% (Mechanical Spec):

EP13 Series
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CN/JP/US/TW EU/KR UK
7= i & i (Product Highlights): ZFIAIF (Safety Approvals):
M kAt #E(Low Energy Consumption) ¥ CCC

CEC Leve 5, Energy Star 2.0

o RF /N E B (Ulttra Small Size/Light Weight)

M & LEDHE M, s U/ 2, T, S B AE, I 25 FIUSB B %55
Suit LED Lighting,Point Reading Machine/Pen,M.P,Display

or Photo Frame,Network and USB Devices etc.

15 4% (Electrical Spec):

o S\ LR /HEFAR (Input Voltage/Current/Frequency):
AC 100-240V (90-264V), 50/60Hz (47/63Hz),0.35A Max.

™ % H 2% (Output Power): 12W

W1 % % (Output Voltage): 3-24V

o1 %t H37E (Output Current): 0.5-2A

M %7 %35 Bl (Load Regulation): 5%

M = E R (Hi-Pot Test): AC 3000V/1 Min/ 5mA

M #:4BH$i(Insulation Resistance): DC 500V 100MQ

¥ %% (Efficiency): 75%MIN

{47 I EE(Product Protection):
™ 45 B 447 (Short Circuit Protection)
M it JEf#47 (Over Voltage Protection)
™ T i 547 (Over Current Protection)

M CE M GS MBS
M UL/CUL M FCC M BSMI M PSE
M KC/KCC

] FE MR (Reliability Test:
™ T i ] (MTBF): 30000 hours @ 25°C
™ DC:LAEH ki (DC Jack Plug In/Out):
3000 &, T4 fAS K. ( No bad contact)
o k7 M 7E 1K e BB K 58 vl 3R V8 23 0mm A AR L,
BRFTE- IR, 7= i C R (BTT), o a3,
Drop In:Single free drop from 1m to 30mm wood board,
apply one times on each surface, components are not
break off.
M Z 4L (Burn-In Test): load, 2 hours
M CAEIE /1% & (Operating Temperature/Humidity):
-5°C to 40°C,5% to 90% RH
M1 & 77 il £ /3% (Storage Temperature/Humidity):
-20°C to 70°C,5% to 95% RH

.3 77 2 (Packing Method):

W PE4S+4L#8 (PE Bag+Carton)
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